Product Specifications for the LK-2000/LK-2000V

Application:
◊ Deluxe or custom pools up to 100,000 gallons
◊ Larger pools with high bather loads or in areas of high humidity

Dispersion Method:
♦ Plumbs into pool return line; injects ozone through venturi injector when pool circulation system operates.

Components:
♦ DELZONE LK-2000/LK-2000V
♦ Ozone supply tubing
♦ Standard parts bag
♦ Venturi injector
♦ Isolation valve (optional for LK-2000V)
♦ Installation manual and application guide

Quadruple UV Lamp:
♦ All lamps rated for 9,000 hours of operation at over 80% capacity

Double Ballast:
♦ Ballast will operate for the life of the product under normal operating conditions.

Cabinet: Aluminum construction, Powdercoated finish

Unit Size/Weight:
♦ 12 ¼” W x 41.5” H x 6” D • 42 lb. Including parts bag

Warranty: One year

Listings and/or Certifications: 110/120V • 60Hz • AGA, NSF
220/240V • 50Hz • CE

Electrical:
♦ 110/120V: 2.0A • 240W • 60Hz
♦ 220/240V: 2.0A • 480W • 60Hz
♦ 220/240V: 2.0A • 480W • 50Hz

Recommended Standard Air Flow: 40 scfh

Average Ozone Concentration: 562 PPM

Average Delivery: LK-2000: 1.25 grams/hour
LK-2000V: 1.00 grams/hour